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INTRODUCTION

There is a serious defect which affects the reactors on
nuclear powered submarines in the Royal Navy. The measures
which have been taken to adjust to this problem have been
inadequate. Polaris submarines have been used on operational
patrols when on safety grounds they should have been kept in
port.

A substantial weight of evidence has been assembled from a
variety of sources. Submarine movements have been monitored
and analysed. Individuals with knowledge of these matters
have volunteered information. There has been a thorough
search through published work covering both the recent
situation and the accident record of British nuclear powered
submarines.

This report has been compiled by Scottish CND and Faslane
Peace Camp. Both groups are committed to creating a country
free from nuclear weapons. However, the concerns expressed
are shared by a wider cross-section of people, including some
of those who have served and are serving on these submarines.

John Ainslie,
Scottish CND,
1st June 1992

Abbreviations

DED Docking and Essential Defects

MoD Ministry of Defence

MODIX Reactor pipework decontamination process
PWR Pressurised Water Reactor

RRA Rolls Royce and Associates Ltd

SCRAM rapicd insertion of control rods

VSEL Vickers Shipbuilders & Engineering Ltd
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il¥e BACKGROUND

1.1 NUCLEAR POWERED SUBMARINE ACCIDENTS

The Royal Navy operates a fleet of nuclear powered submarines,
including the Resolution class which carry Polaris missiles.
The reactors on these submarines are significantly smaller
than land based reactors, however they are exposed to greater
dangers, Nuclear powered submarines from both the American
and former Soviet navies have been lost at sea. Although no
Royal Navy nuclear powered submarine has been lost, several
have been involved in major accidents [1].

a. Fire

Any fire on a submarine has the potential to become a major

incident. Even if it is some distance from the reactor
compartment, a fire can have serious implications for the safe
operation of the nuclear plant. There have been at least 19

fires on nuclear powered submarines of the Royal Navy between
1963 and 1992 [Annex A.1].

There was a major fire on board HMS WARSPITE on 2nd May 1976
at Liverpool docks. A coupling failed and sprayed oil over
the diesel generator room. This room provides power for
elements of the adjacent reactor compartment. The fire
lasted for five hours and lagging was still smoking many hours
later. Five people were taken to hospital and one Marine
Engineer Artificer was seriously injured. It was reported
that Merseyside Fire Brigade who attended the scene were kept
on stand-by for 2 weeks [2]. A generator had to be welded
onto the outside of the casing of the submarine. Damage was
so extensive that repairs took 105 weeks to complete and cost
#8.8m [3].

On 30th April 1992 there was an electrical explosion in the
switchroom of HMS TURBULENT which was preparing to leave
Devonport. This resulted in a fire in the compartment, next
to the reactor. The nuclear plant was working at the time of
the explosion but was shut down automatically. The fireman
in charge at the scene said that his men were met with a wall
of intense heat and that the fire took 3 hours to extinguish.
He also reported that the cramped conditions made their task
particularly difficult. Due to a failure in the ventillation
system fumes spread throughout the boat and 24 casualties
suffering from smoke inhalation were taken to hospital [4].

b Collision

There have been at 1least 6 collisions involving British
nuclear powered submarines between 1963 and 1992 [Annex A.2].
Land based reactors are only exposed to the more remote hazard
of an aircraft colliding with the plant.

At Faslane in January 1973 HMS REVENGE, which was being taken

out of the dry dock, collided with HMS REPULSE. The
hydroplanes on HMS REPULSE were damaged and had to be replaced
immediately [5]. HMS REVENGE was probably carrying a full

complement of missiles and nuclear warheads at the time.
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HMS SCEPTRE collided with a Soviet submarine while both
vessels were submerged in the Barents sea in the early 1980s.
The propeller of the Soviet submarine scratched the casing of
HMS SCEPTRE. In order to regain power, the reactor on the
British submarine was given a "battleshort". The automatic
shutdown or SCRAM of a submarine reactor can result in the
submarine going into an uncontrolled dive [6]. A
"battleshort" is a manual override of reactor safety systems.

Ce Fishing boats

The MoD has detailed 12 incidents between 1980 and 1990
involving Royal Navy submarines and fishing vessels
[Annex A.3]. There have been others before and since. The
sinking of the ANTARES by HMS TRENCHANT on 22nd November 1990
showed that the Captain of a submerged submarine may not have
a clear picture of the position of vessels on the surface [7].
Operational Polaris submarines do not use active sonar for
fear of revealing their position. Passive sonar is used but
the information which it provides is less precise.

d. Grounding

There have been a number of occasions when submarines have
been grounded [Annex A.4]. It is believed that a grounding
incident in 1986 led to the premature decommissioning of the
USS Nathanael Green [8]. It is likely that the shock of a
grounding incident would lead to a reactor shut down. Water
for the Emergency Cooling System may only be available from
ballast tanks if the vessel is grounded.

e. Breakdown at sea

Mechanical breakdowns at sea are quite common and can present
a hazard. Five such occasions have been noted [Annex A.5].
One of the most dramatic involved HMS REVENGE, There was a
major steam leak in the turbo generator room. One member of
the crew crawled along a foot wide catwalk beneath a hot cloud
of escaping high pressure steam searching for the leak. Tt
was said that his action prevented a major disaster. In May
1978 he was one of two submariners presented with awards for
gallantry relating to this incident [9].

Fis Loss of power

There are automatic systems which shut down the reactor to
prevent a melt down. Emergency shut downs or SCRAMs occurred
on 106 occasions on Royal Navy submarines between 1975 and
1979. This included 50 accidental SCRAMs, 29 of which were
due to human error [10]. A sudden loss of power can threaten
the safety of the submarine [11].

1.2 EARLIER PROBLEMS WITH PWR 1

a. Background

British research into Pressurised Water Reactors [PWR] began
at Harwell in 1954, Rolls Royce and Associates [RRA] was
formed in 1959 to facilitate the transfer of technology from
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the United States to Britain [12]. The Dounreay Submarine
Prototype Reactor was established at HMS Vulcan in 1962.
This incorporated features of both British PWR development and
the American Westinghouse S5W design.

The first United States Navy submarine to be powered with this

Westinghouse reactor was commissioned in 1959. The Royal
Navy was supplied with a similar reactor for HMS DREADNOUGHT,
which was ccmmissioned four years later. Under the sales

agreement the United States undertook to provide information
relating to ©problems encountered with the reactor on
HMS DREADNOUGHT during its 1lifetime. However, having
supplied the initial reactor and design details, the United
States was not willing to supply information about
modifications [14]. There has not been a continuous sharing
of expertise. RRA has relied on its own experience based on
the performance of the unique prototype at Dounreay and the
reactors in service on Royal Navy submarines.

b% Refits and DEDs

Major work on the reactor of a nuclear powered submarine is
carried out during refits. The reactor is refuelled and
essential repairs are carried out. 1/5 of the 1000 butt
welds in the reactor compartment may require cutting and
rewelding [15].

18 months before a refit inspections are carried out on the
submarine to assess what work will be required [16]. It
might be expected that reactor defects would be detected at
this stage or when the vessel arrives at the dockyard.
However it is apparent that on several occasions significant
reactor defects have only been discovered during the closing
stages of a refit. Problems were detected during final
power testing on HMS RESOLUTION in 1976, on HMS RENOWN at the
end of a refit in 1980, during a Docking and Essential Defects
[DED] on HMS WARSPITE in 1984 and at the end of a refit on
HMS VALIANT in 1988 [Annex B.,1].

RRA has facilities to develop and practice repair techniques
at Dounreay and elsewhere [17]. Nevertheless there have been
cases where serious reactor problems have been detected for
which no tried and tested repair methods were available.
There are references to '"innovative engineering" on
HMS WARSPITE during a DED in 1984, a "major innovative repair"
on HMS REPULSE in 1986 and "novel tasks" carried out on the
reactor of HMS VALIANT in 1988 [Annex B.1].

C'e Problems encountered while in service

HMS VALIANT was at sea off the coast of Cornwall in May 1981
when there were difficulties with the reactor. On returning
to Devonport it was discovered that there were small cracks in
part of the Primary Coolant Circuit. 6 months earlier the
reactor on board HMS DREADNOUGHT was shut down because of
major machinery damage. HMS DREADNOUGHT was subsequently
decommissioned. Problems on the two vessels may have been
related [Annex B.2].
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There were problems with the materials used in the seals of
valves. Corrosion of seals could have led to a major and
catastrophic loss of coolant. No assistance was provided
from the United States Navy which had been aware of the
problem [18].

1.3 PROBLEMS ON AGEING SUBMARINES

ae. Design life

It is clear that the original design life of Resolution class
submarines was 20 years [19]. With regard to Vanguard class
submarines the plant life for PWR 2 is the same as the planned
submarine life [20]. It is reasonable to assume that in the
1960s the MoD asked RRA to supply a reactor system which would
operate safely for 20 years. This design life expired in
the Valiant class in 1987, Resolution class in 1989 and
Churchill class in 1992,

Ds Problems encountered

Systems on board the submarine were designed with this
lifespan in mind. In addition to reactor fractures it is
apparent that there have been a series of defects affecting
ageing nuclear powered submarines. These problems are
liable to multiply the longer a vessel is in service and could
affect the safety of reactor operations.

As a submarine becomes older, restrictions are placed on how
deep the vessel can dive. It is believed that Resolution
class submarines have had difficulty in passing diving trials.

There were noise problems on HMS RESOLUTION which resulted in
a visit to Rosyth in 1986/87 for special repairs. Regular
visits to Loch Goil indicate that there may also have been
noise problems with HMS REVENGE from 1990 to 1992.

HMS REPULSE was engaged in a month of trials operating from
Coulport in Spring 1992 suggesting that there may have been
problems with the vessel.

p- REACTOR DEFECT FOUND IN 1989

2.1 SUBMARINES AFFECTED

ae. Valiant class

In December 1989 a major defect was discovered in the reactor
on HMS WARSPITE during a refit at Devonport [1]. There has
been conflicting information on whether or not a cost
effective repair was possible [2]. In September 1990 it was
announced that the vessel would be decommissioned.

HMS VALIANT was berthed at Faslane from January 1990 to
June 1991, The submarine was then in use for less than a
year. In April 1992 there was a formal farewell for the
vessel before she sailed to Rosyth [3]. It is likely that
the submarine is due to be decommissioned.
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ba Resolution class

HMS RENOWN arrived at Rosyth for her third refit in October
1987 [4]. By early 1990 the submarine had been taken out of
the refuelling dock and was almost ready to leave. It was
then decided to carry out extra work on the reactor. Either
fractures were found or it was decided that major preventative
action was required to ensure they would not appear [5].
This work has taken more than 2 years. As well as the
fracture problem there have been a series of other defects.
The total time required for the refit has been revised from
two years to five years [6].

On 9th December 1991 it was announced that HMS REVENGE would
not be given the third refit scheduled but would be scrapped
[%7%] ;e There had been indications earlier in the year that
this would happen.

It is reasonable to assume that the probability of the defect
occurring will increase with the number of years the reactor
has been in operation. The length of service of individual
submarines can be estimated by deducting time spent in refits
from the total time since a vessel was first commissioned
[Annex D.2]. This calculation shows service 1life as:
HMS RENOWN 15 years 11 months, HMS REVENGE 18 years 5 months,
HMS REPULSE 18 years 8 months, and HMS RESOLUTION 20 years.
There was serious concern about HMS RENOWN which has spent the
shortest time in service and so there ought to be even greater
concern about the other three Polaris boats.

Ch Churchill Class

The defect found on HMS WARSPITE was also found on

HMS CHURCHILL. HMS CHURCHILL was in refit at Rosyth where
she remains. In September 1990 it was announced that the
boat would be decommissioned. The problem with the boat was

only revealed in June 1991, by the House of Commons Defence
Committee [81.

The decommissioning of HMS CONQUEROR was announced in July
1990 and the submarine was towed out of Faslane on 30 August
1990 [9]. While there has been no indication of the problem
with HMS CONQUEROR it 1is <clear that a serious fault was
discovered shortly after the defect was found on HMS WARSPITE.

HMS COURAGEOUS was berthed at Faslane from January 1990 until
July 1991. The boat was then in use for less than one year.
In April 1992 she was flying a decommissioning flag
immediately before sailing to Devonport Dockyard [10].

There are now no Valiant or Churchill class submarines in
service, While this was explained as due to defence cuts,
the material state of the vessels was a major factor [11]

d. Swiftsure Class

HMS SWIFTSURE is currently in Rosyth dockyard. While it is
possible that a refit may be taking place, the concensus of
opinion is that the boat will be decommissioned.
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HMS SPARTAN, HMS SCEPTRE and HMS SUPERB have all been berthed
at Faslane for long periods of time during 1991 and 1992 [12].
This may have been to enable detailed inspections to take
place.

e. Trafalgar class

When the defect was first noticed in January 1990, Trafalgar
class submarines were being used to carry out tasks previously
assigned to other vessels. There have been no obvious signs
that these newest submarines are affected. However the MoD
has said that when the defect was found on HMS WARSPITE an
inspection process was begun affecting all nuclear powered
submarines [13].

£ Vanguard class

The new Vanguard class submarines which will carry Trident
missiles have a completely new reactor, the PWR 2. However
when questioned about the possibility of the defect having
implications for Vanguard class, the MoD have not given the
categorical denial of any risk which might have been expected
[14].

ge. Submarines most at risk

There is some concern about the nuclear reactors on all
nuclear powered submarines, which has necessitated a
comprehensive inspection programme. However there are
indications that the ten oldest submarines were most at risk.

It has been said that a substantial change in design was made
after the first ten PWR reactors were built [15]. RRA
carried out research into a problem affecting ten boats
[para 2.2]. Of these ten submarines eight are not currently
in service: HMS VALIANT, WARSPITE, RENOWN, REVENGE, CHURCHILL,
CONQUEROR, COURAGEOUS and SWIFTSURE. Only HMS REPULSE and
RESOLUTION are currently in use [Annex C].

2.2 NATURE OF REACTOR DEFECT

It is apparent that fractures were discovered in the Primary
Cooling circuit of the PWR 1 reactors. The weak points in
the circuit are welds joining two different alloys. There
are a number of factors which can weaken the welds. Firstly,
radiation has a detremental effect. Secondly, fluctuations
in temperature can make the metal more brittle. Thirdly,
poor water chemistry in the coolant circuit can contribute to
corrosion [16].

In Spring 1991 a worker at VSEL in Barrow was commended for a
project completed for RRA. A large volume of welding was
carried out in order to replicate techniques which had been
used in the 1950s and 1960s. A weld was made between two
different types of steel. The 500kg test piece had to be
continuously heated to 150 C. A photograph shows that it
could be a junction on the Primary Circuit of the PWR 1
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failure. As a result of the loss of coolant water the fuel
cladding could eventually melt, releasing radioactive fission
products into the compartment containing the reactor ..... If,
following these events, the submarine's primary containment
were itself to fail to some degree fission products would
become dispersed throughout the submarine" [22].

There is also a possibility of more extensive damage. During
the initial rupture there would be a steam explosion. If
this was very severe it could result in damage to the Reactor
Pressure Vessel and a major disaster [23].

A major rupture of the Primary Circuit would endanger the
lives of those on board the vessel, particularly if the
accident took place at sea. If the accident could not be
effectively contained there would be a significant radiation
risk to the general public. The problem could be complicated
by a failure in the Emergency Cooling System.

RRA have conducted experiments into Loss of Coolant Accidents
using the decontaminated Dounreay Submarine Prototype, with an
electrical heater replacing the reactor core [24]. It can
be assumed that these have been used to support safety cases
made between 1990 and 1992.

3. INSPECTION AND REPAIR PROGRAMME

3.1 DEVELOPMENT OF TECHNIQUES

On 18 January 1990 HMS RESOLUTION returned to Faslane after
4 days of a 10 day exercise [1]. By the end of January all
Valiant, Churchill and Resolution class submarines were either
berthed or in refit, except for one Resolution class on
patrol. The MoD said that submarines would be inspected when

they returned from patrol ([2]. HMS WARSPITE was used as a
test bed for inspection techniques. A two stage inspection
process was implemented. By November 1990 the second stage

had not been carried out on HMS VALIANT, HMS COURAGEOUS,
HMS SWIFTSURE or HMS SOVEREIGN [3].

Inspection involved highly complex work and there have been
problems with access to the affected area [4]. This has
contributed to the time taken [5].

The ability to carry out a complex task on a PWR 1 reactor is
restricted by the level of radioactivity in the compartment.
This can be reduced by decontamination processes. A major
source of radioactivity is the build up of crud on the inside
of the Primary Circuit which increases with the service life
of the reactor [6]. In April 1980 HMS REVENGE began a refit
at Rosyth. Levels of radiation were such that it was
calculated that the refit could take 3 years [7]. As an
alternative it was decided to decontaminate the Primary
Circuit pipework. This process produced 7.3 curies of
radioactive waste [8]. The original process was replaced by
a new process in 1985 which was used at the first stage of
refits from 1986 onwards [9].
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